
CLEAR PROJECTIONS THAT
LIGHT UP THE ROOM
Canon Projectors are designed compact, with brightness 

levels of 4200 lumens and Full HD (1920 x 1080) 

resolution for LV-HD420, and XGA (1024 x 768) 

for LV-X420. Ideal for multi-size presentations and 

lectures, enhanced brightness is matched with the 

BrilliantColor™ system and 6-colour wheel to give 

images a vibrant, impactful quality.

Bright & Brillant Clarity that 
Demands Attention



PROJECTION SYSTEM
Imaging Device DMD x1  
Aspect Ratio LV-HD420: 16:9, LV-X420: 4:3
Native Resolution LV-HD420: 1080P (1920 x 1080), LV-X420: XGA (1024 x 768)
Brightness 4200 / 3360 lm*1

Uniformity 80%
Contrast Ratio LV-HD420: 8,000:1*2, LV-X420: 10,000:1*2

Digital Keystone V: ± 30°, H: ± 30°
Electric Zoom 2x Maximum (1.8x When Overscan Display)

OPTICS
F Number, Focal Length F2.42 – F2.97, f=20.7 – 31.1 mm
Zoom 1.5x
Focus Manual 
Image Size W LV-HD420: 40 – 320”, LV-X420: 40 – 260”
Image Size T LV-HD420: 30 – 210”, LV-X420: 30 – 170”
Projector Distance 3.9 – 32.8 ft.
Throw Ratio LV-HD420: 1.83:1 – 2.75:1*4, LV-X420: 1.39:1 – 2.09:1*4

Lens Shift LV-HD420: 65%, Fixed, LV-X420: 64%, Fixed 
IMAGE ADJUSTMENTS

Image Modes Presentation / Standard / sRGB / Movie / Cinema / User 1 / User 2
Colour Adjustment Colour Temperature, Colour Balance, Colour Tint
Screen Colour Correction Pale Yellow, Pink, Pale Green, Blue, Blackboard
Mounting Front Table, Rear Table, Front Ceiling, Rear Ceiling 
Adjustable Feet Front: 1, Rear: 1

IMAGE SIGNALS
Scanning Frequency V: 24 Hz – 120 Hz, H: 15.625 kHz – 101.6 kHz
Analog PC Input WUXGA / WSXGA+ / UXGA / SXGA+ / WXGA+ / WXGA / SXGA / XGA /  

SVGA / VGA / MAC
Digital PC Input WUXGA / WSXGA+ / UXGA / SXGA+ / WXGA+ / WXGA / SXGA / XGA /  

SVGA / VGA 
Component Video Input 1080p / 1080i / 720p / 576p / 480p / 576i / 480i
Digital Video Input 1080p / 1080i / 720p / 576p / 480p
MHL Input 1080p / 1080i / 720p / 576p / 480p / 576i / 480i
Video Input / S-video Input NTSC / PAL / SECAM / NTSC4.43 / PAL-M / PAL-N 

TERMINALS
Mini Dsub15 Analog PC / Component Video Input (x2),  

Analog PC / Component Video Output (x1)
HDMI Digital PC / Digtal Video Input
HDMI / MHL Digital PC / Digital Video / MHL Input*6

Mini DIN4 S-video Input
RCA x3 Video Input / Audio-L / Audio-R
RJ-45 Network Connection (100BASE-TX / 10BASE-T)  
Dsub9 (Control) RS-232C
USB Type A Power Supply Terminal (1.5A)
USB Mini B Service Port 
Mini Jack Audio Input (x1), Audio Output (x1) 
Mini Jack 12 V Output (Trigger for screen operation)

REMOTE CONTROL
Wireless Remote IR

BUILT-IN SOUND
Internal Amplifier 10 W, Monaural 

LAMP
Type Super-High Pressure Lamp
Life 2500 H / 3000 H (Lamp Mode: Normal / Eco)*5

Lamp Power 310 / 245 W*1

RATINGS
Fan Noise 40 / 36 dB*1

Power Consumption 410 / 320 W*1

Standby Power Consumption 2.0 / 0.5 W*3

Heat Dissipation Up to 1,399 BTU / h
Power Voltage AC100 – 240 V: 50 / 60 Hz
Operating Temperature 41°F – 104°F (RH: 10 – 85%) (No Condensation)
Dimensions (W x D x H) W: 12.3” x D: 9” x H: 4.4”
Weight 7.5 lbs. 

SOUTH & SOUTHEAST ASIA
REGIONAL HEADQUARTERS

CANON SINGAPORE PTE. LTD.
1 Fusionopolis Place, 
#15-10 Galaxis, Singapore 138522

https://asia.canon

Dealer’s Stamp

0207W976

Canon Offices
HONG KONG 
Canon Hongkong Company Limited 
Tel: 852-3191-2388 
Fax: 852-2369-3800 
https://hk.canon

INDIA 
Canon India Pvt. Ltd. 
Tel: 91-124-4160000 
Fax: 91-124-4160011 
https://in.canon

MALAYSIA 
Canon Marketing (Malaysia) Sdn. Bhd. 
Tel: 60-3-78446000 
Fax: 60-3-78477222 
https://my.canon

PHILIPPINES 
Canon Marketing (Philippines), Inc. 
Tel: 632-884-9090  
Fax: 632-812-0067 
https://ph.canon

Canon Business Partners
BANGLADESH 
J.A.N. Associates Ltd. 
Tel: 880-2-9660601 
Fax: 880-2-8610410

BRUNEI 
Interhouse Company Sdn. Bhd. 
Tel: 673-2-653001 
Fax: 673-2-653003

CAMBODIA 
I-Qlick (Cambodia) Pte. Ltd. 
Tel: 855-23-996638 
Fax: 855-23-996639

INDONESIA 
PT Datascrip 
Canon Call Center 
Tel: 021-2922-6000 
Fax: 62-21-6544811 to 13 
https://id.canon

MALDIVES 
SIMDI Company (Pvt) Ltd. 
Tel: 960-3334421 
Fax: 960-3334424 

MYANMAR 
Myanmar Golden Rock 
International Co., Ltd. 
Tel: 001-95-1654810 to 654819 
Fax: 001-95-1654820

NEPAL 
International Electronics  
Concern (P) Itd. 
Tel: 977-1-4221991 
Fax: 977-1-4421909

PAKISTAN 
Shirazi Trading Co. (Pvt) Ltd. 
Tel: 92-21-32417737, 32417746 
Fax: 92-21-32417747

SRI LANKA 
Metropolitan Office (Pvt) Ltd. 
Tel: 94-114-700-200  
Fax: 94-114-700-267

Make a lasting impact with every presentation. 4200 lumens of brightness is 
complemented with compact, easy-to-transport design. The Canon LV projector 
series illuminates great possibilities with flexible design that suits your needs.

Full HD (1920 x 1080) resolution for LV-HD420, and XGA (1024 x 768) 
for LV-X420 enable you to command the full attention of the room with  
true-to-life video quality and clarity. 

SPECIFICATION

*1: Lamp mode is Normal / Eco. Brightness in Eco mode is only a calculated value, and is not gauranteed as specification.  *2: Full white, full black, lamp level changes by following a brightness characteristic of an image.  *3: “Standby Power” function 
is set to Network / RS-232.  *4: Calculated at 100” (diagonal).  *5: This time guarantees a 50% survival rate and a 50% brightness-maintenance rate. This value does not guarantee the operating life of lamp.  *6: When utilizing an MHL device,  
the wireless remote control does not operate.

This document is for information only and the contents are subject to change without notice. Errors and omissions excepted. Images are simulated. Weight and dimensions are approximates. Nothing in this document should be construed as a warranty. 
Product/ Service options, name and availability may vary by region. We expressly disclaim any liability or contractual obligations with respect to this document. Canon, among others, is the trademark of Canon Inc. and/or its affiliates. Other names, 
marks and logos contained in this document may be the registered trademarks or trademarks of their respective owners.

DIMENSIONS

WHAT’S IN THE BOX

CONNECTABILITY

ASSESSORIES/REPLACEMENT PARTS
• Projector 
• Lens Cap 
• Power Cord 

• Computer Cable (Mini Dsub15-Mini Dsub15) 
• Projector Remote Control LV-RC11  
   (Includes CR2025 battery) 

Front Side

Monitor

Trigger

RJ45

Audio In / Out Video Output VGA 1 /  VGA 2 

RS-232C
Mini USB

USB
S-Video Audio L / R

12.3”/ 312 mm 9”/ 229 mm

4.4”/ 112 mm

• Quick Start Guide (Book) 
• User’s Manual (CD-ROM) 
• Warranty Card

ITEM
Remote Control LV-RC11

Replacement Lamp LV-LP42

 

/

Clarity that Demands Attention

Bright & Brilliant

SINGAPORE 
Canon Singapore Pte. Ltd.  
(Domestic Operations) 
Tel: 65-6799-8888 
Fax: 65-6798-8882 
https://sg.canon

THAILAND 
Canon Marketing (Thailand) Co. Ltd. 
Tel: 02-344-9988  
Fax: 02-344-9861 
https://th.canon

VIETNAM 
Canon Marketing Vietnam Co. Ltd. 
Ho Chi Minh City  
Tel: 848-38200-466 
Fax: 848-38200-477

Hanoi  
Tel: 844-37711-677 
Fax: 844-37711-678 
https://vn.canon


